






L RT
2F, 4F, 6F, 12F, 24F, 48F 

OPTICAL FIBER CABLE
LiGRT

Cable 
Picture Cable Type Fiber

Fiber 
Count

Outer 
Jacket

Opera�ng 
Temparature

Tensile 
Strength * Applica�on

GYFXTC8Y

G.652D/
G657.A2/
G657.B2/
G.652B

2-12 Black PE 0C - +60C 600/1500 N Aerial

GYXTC8S

G.652D/
G657.A2/
G657.B2/
G.652B

2-12 Black PE -40C - +60C 600/1500 N Aerial

GYFTC8Y

G.652D/
G657.A2/
G657.B2/
G.652B

2-12 Black PE -10C - +70C 600/1500 N Aerial

GYFTYC8S

G.652D/
G657.A2/
G657.B2/
G.652B

2-60 Black PE -40C - +60C 1000/3000 N Aerial

GYTC8A/S/Y

G.652D/
G657.A2/
G657.B2/
G.652B

2-144 Black PE -40C - +60C 1000/3000 N Aerial

GYTA33

G.652D/
G657.A2/
G657.B2/
G.652B

2-72 Black PE -40C - +60C 4000/10000 N
Directly burial 

and Under water

GYTA5333

G.652D/
G657.A2/
G657.B2/
G.652B

2-72 Black PE -40C - +60C 10000/20000 N
Directly burial 

and Under water

GYTA333

G.652D/
G657.A2/
G657.B2/
G.652B

2-72 Black PE -40C - +60C 10000/20000 N Under water

Mul�-tube 
Blowing 

Microduct Cable

G.652D/
G657.A2/
G657.B2/
G.652B

12-144 Black PE -40C - +60C - Duct

Center-tube 
Blowing 

Microduct Cable

G.652D/
G657.A2/
G657.B2/
G.652B

1-12 Black PE -10C - +70C 480/1600 N Duct

*Could be modified as per customers requirement (Depends on the overall diameter and FRP rod diameter)

- Price and strength will be varied as per the modification (overall cable dia, number of tubes, number of fiber per tube, etc) 

- Diameter, number of core and core per tube could be modified as per customer's requirement
- Quality test is conducted as per IEC standard

Note:


